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FLOW VIEW ball flow indicators let you see the liquid
flow when you can't see the nozzles or outlets.

Easy to see, visual indicator of liquid flow. If one of the
"float balls" is lower than the others, there is a blockage.
Individual columns clip together so you can gang as
many or as few columns as you need.

Exclusive O-ring seal and joint clip system is easy to
assemble and service. Can monitor up to three spray
tips per column. Range of "float balls" lets you match to
your flow rate. A wide of metering orifices are available
that can be inserted to control flows ranging from 0.004 -
8.0 USGPM. 3/8", 1/2" & 3/4" inlet and/or outlet fittings.
100 psi maximum operating pressure. UV protected

material stays clear .

Flow Indicators

PLEASE CALL FOR PRICING and COMPONENT
BREAKDOWN

Quick, Easy, Accurate, Spray nozzle Calibration

-Easy to Use- Just place under an operating spray nozzle. After a short time, the
flow rate and application rate will be displayed.

-Press the arrows to increase or decrease speed and see the effect on the

-Nozzle Comparator feature allows individual nozzle flow rates to be saved, and
then compared against the average flow rate of all the nozzles.

-Lets you quickly and easily check a few nozzles each time you spray to verify
that the application rate is correct and prevent costly errors from under or over

uick Calibrator

Part # Description Price

CJ6010000 |Quick Calibrator $327.85

Easy to use hand-held Remote lets you control up to 7 boom sections. Individual boom
sections or all boom sections can be turned on or off. Indicator lights on Remote show
when Remote is turned on and which boom sections are turned on. Control Module is
easy to install on sprayer - just unplug boom control valve connectors and plug in the
QUICK CONTROL. Wire harnesses are available for most sprayers. Doesn't interfere

with normal sprayer controls.

Quick Control

Part # Description Price

[CJ6012000 [Quick Control $572.65
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Liquid Flow Rate Monitor

The newly released CDS-John Blue VisaGage is cost -
effective and simple to install. CDS-John Blue Company is
offering flow monitors for spraying or fertilizer applications
in single columns or in sets of four flow monitor assemblies.
Plus most CDS-John Blue Flow Monitor parts are
interchangeable with other brands already on the market
today.

CDS-John Blue VisaGage Il is manufactured with chemical
resistant polypropylene adapters and clear PVC body with
an additive for UV protection. Viton o-rings are also
standard. There are no electronic parts that could potentially
fail.

Proper Application = Increased Yields

With the CDS-John Blue VisaGage Il you will know
immediately if an outlet is plugged, thus causing possible
variations in your application rates.

So easy - See the balls in line and know your rate is uniform.
When ball is lower you know there is a restriction at the
outlet, hose or opener supplied by that flow monitor.

A ball higher than the others is an indication that hoses or fittings supplied by that specific flow monitor is
broken or has a leak.

Customize Your Visual Flow Monitor System

Get the exact number of flow monitors for spraying or fertilizer applications by simply banking together single
columns, part numbers SMSS1 (spraying) and SMFD1 (fertilizer applications).

The set of 4 flow monitor assemblies (SMSS4 or SMFD4) can also be connected for additional columns
divisible by four. Clasp them together with the stainless steel clips and o-rings and go.

The CDS-John Blue VisaGage Il allows the use of common stainless steel orifice plates.

Ports are standard NPT - Use our barb or convenient push connect fittings for simple installation.

Most parts are interchangeable with other brands.

’Visa Gage Il Liquid Flow Rate ’Visa Gage Il Liquid Flow Rate
Monitor (For use with Sprayers) Monitor (For use with Flow Dividers
Part # Description Price or Squeeze Pumps)
BLUSMSS1 |[Single Flow Monitor Assembly-Spray | $14.79 Part # Description Price
IType includes single body, 3/8”
NPT female inlet and outlet, (5) 1/2” BLUSMFD1 [Single Flow Monitor Assembly-Flow $15.90
diameter balls, end cap, Viton o-rings Divider Type includes single flow
and sts retainer clips divider monitor body, 3/8” NPT female
inlet and outlet, (5) 1/2” diameter
BLUSMSS4 [Set of 4 Flow Monitor Assembly $46.50 balls, end cap, Viton o-rings and sts
(SMSS1) steel retainer clips
BLUSMFD4 [Set of 4 Flow Monitor Assembly $49.50
(SMFD1)

Ball Storage Unit

Part # Description Price
[BLUSMPT0009 Ball storage unit- optional- $5.46
holds up to 40 balls (use one
per set of 8 bodies). Lid can

be locked
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Nozzle Bodies & Spray Guns



